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Partnering for End to
End Networking & Surveillance Solutions
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Topology View

Switch

IPCAM

IPCAM

POE-GSH1816R

POE-GSH2624-370

AP

Switch

Floor View

Google Map View

MD-3025-IVS

IP CamDevice Type

Device Name

AirLive MD-3025-IVSModel Name

00-0d-0d-a0-00-02Mac Address

192.168.2.100IP Address

Http Port

3.6 W

Login

Dashboard Notification Monitor

Diagnostics Streaming Reboot

PoE Used

MD-3025-IVS

80

PoE-GSH2624-370

192.168.5.200

?
192.168.5.106

Port: 25 (0.046Mb)

BU-3028-IVS

AirLive BU-3028-IVS

192.168.5.122

Port: 2 (0.001Mb)

BC-5010

Airlive BC-5010

192.168.5.121

Port: 17

CPCB0160

General PC

192.168.5.129

94-de-80-c7-84-b8

192.168.5.119

Port: 3 (0.00 1Mb)

3

Device Name

AirLive MD-3025-IVS

Model Name

00-0d-0d-a0-00-02

Mac Address

192.168.2.100

IP Address

4.1 W

PoE

MD-3025-IVS

Z2-Z1 : 0000

Z1-Z2 : 0000

11/23/2016  17:52:40

Floor View and Google Maps

Camera Live Streaming checking

can display the video Live Stream

AirLive Topology Switch Series
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Switch
POE-GSH1008R

PC

IPCAM

PC

IPCAM

IPCAM

AirLive AC. TOP (192.168.1.254)

RF Power

Channel

SSID

Encryption

Shared Key

Broadcast SSID

AC.TOP 192.168.1.254 00-4f-6a-0c-7c-68     ---

2.4G Wirless

Device Name IP MAC Status

5G Wirless

1

100%

Auto

airlive

Disable

Enable

100%

Auto

airlive 5g

Disable

Enable

Apply

MD-3025-IVS

Min(Mb): Max(Mb):

Action:

Dashboard Notification Monitor

3 10

Nothing

(Mb)

(Sec)

25

20

15

10

5

0

60 0

MD-3025-IVS

IP CamDevice Type

Device Name

AirLive MD-3025-IVSModel Name

00-0d-0d-a0-00-02Mac Address

192.168.2.100IP Address

Http Port

3.6 W

Login

Dashboard Notification Monitor

Diagnostics Streaming Reboot

PoE Used

MD-3025-IVS

80

General PC

CPCB0160

192.168.5.129

94-de-80-c7-84-b8

AirLive BU-3028-IVS

BU-3028-IVS

192.168.5.122

94-de-80-c7-84-b8

192.168.5.119

00-4f-70-50-05-56

Device Group Config

All

cameras

Vlan ID

Name

Traffic Priority

OUI 1

OUI 2

OUI 3

6

3

cameras

Apply Delete

Devic

Devic

Auto Topology Diagram

Real Time Throughput checking

AirLive AP management 

Set up VLAN 
group Graphical
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Dual Power Input
with Redundancy

Industrial Switch Series FeatureIndustrial Switch Series Feature
Reliable and Industrial-grade
PoE Switch

DC In DC In 

Relay Output when one of
Power supply is fail

Harsh Environment : -40°C ~75°C AirLive industrial switch can work from -40° ~ 75°C. 
It is ideally product for harsh environment.

IP31 Rugged Case
IG-642POE

4 x 10/100/1000T RJ-45
48V DC

Redundant Power Input

2 x 100/1000X SFP Slots

Provides non-blocking wire-speed performance

Great flexibility for ethernet extension in harsh 
industrial environment

It equips  an IP31 rugged strong case with 
redundant power system

Well suited for applications in deploying 
surveillance system

Securing control and wireless service in climatically 
demanding environments such as the factory or 
public transportation

Support two DC Power input

Power redundancy

When the one of the DC power is fail , the relay will 
be trigger. Though it can remind users that power 
is fail. 
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Industrial Ring Managed Switch

Managed
Switch

Managed
Switch

Managed
Switch

Chain

RSTP

Managed
Switch

Ring

AirLive Ring
Recovering time < 20ms

Master

Master

Dual Ring

Master

Master
Primary

Backup

Ring Coupling

Dual Homing

MasterMaster

Prim
ary

Backup



Fiber SwitchFiber Switch
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Floor 6 -----
Research and
Development

Floor 5 -----
Engineering

Floor 4 -----
Data Center

Floor 3 -----
Information
Technology

Floor 2 -----
Management

SNMP-24MGB PlusSNMP 24MGB Plus

--
and

ment

--
ng

--
ter

--
on
gy

--
ment

Fiber

SNMP-24MGB Plus/ 
POE-GSH2624-370

Fiber Switch series

Multiple Gigabit SFP fiber connection

Long Distance Connection

Diverse Management Function 

System
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Total Port Number

Gigabit Port RJ-45

Fiber Port SFP

Combo Port

Power Input

Rack Mountable

Switch Architecture

Switch capacity (Gbps)

MAC Address

Model SNMP-24MGB Plus SNMP-8MGB SNMP-GSH2804L

24 28

-

20

4

110~240VAC Internal

-20~60°C

48

8K 8K 8K

20 56

Jumbo Frame 9K 9K 9K

0~50°C 0~50°C

110~240VAC Internal 110~240VAC Internal

- -

8 4

10

L2+ SNMP and Topology L2 SNMP L2+ SNMP 

2 24

LAN Switch  Series 

Hardware Interface

Switch Layer

Topology View

L2+ L2L2+

- -

Floor View

Map View

--

- -
ONVIF Cameras Live 

Streaming 
AirLive AP Manage

-

-

-

- -

Port Trunck (LACP)

VLAN

VLAN Trunking

(R )STP

QoS

Access Control

LACP

UPNP -

DHCP Server

DHCP Snooping

--

- -

SNMP

SNMP Private MIB

V1/V2c/V3 V1/V2cV1/V2c/V3

-

SNMP Trap

RMON - -

CLI

--

-
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Topology Manage POE Gigabit Switch Series 
AirLive® Topology Manage POE Gigabit Switches support "Auto-Topology", "Google-maps view", "Floor-map view", 

Total Port Number

Model POE-GSH2624-370 POE-GSH2624R-370 POE-GSH1008R-130 POE-GSH1816R-220 SNMP-24MGB Plus

26 1026 18 24

Hardware Interface

24 24 8 16 20Gigabit RJ45 Port

Fiber Port - 2- 2 -

2 2 - - 4Combo Port

PoE Standard 802.3at/af 802.3at/af802.3at/af 802.3at/af -

24 24 8 16 -PoE Port

Max PoE Budget 370W 130W370W 220W -

30W 30W 30W 30W -Max Power Per Port

Power Input

Rack Mountable

0~50°C 0~50°C 0~50°C 0~50°C -20~60°C

Switch Architecture

52 52 20 36 48Switch capacity(Gbps)

MAC Address 8K 8K8K 8K 8K

9K 9K 9K 9K 9KJumbo Frame

Switch Layer

Topology View

Floor View

Map View

Cameras Live Streaming 

AirLive AP Manage

POE Scheduling

Port Trunk (LACP)

Port Trunck (LACP)

VLA

VLAN Trunking

(R )STP

QoS

L2+ L2

-

L2

-

L2

-

L2+

-

-

-

Access Control

LACP

UPNP

DHCP Server

DHCP Snooping

SNMP

SNMP Private MIB

SNMP Trap

CLI - - - -
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POE Web Smart or Unmanaged Switch Series
For reliable client-site POE data and power transmission, you can rely on AirLive® Device Guard, WEB smart or 
unmanaged POE switch. The range of POE switches are 802.3at/af POE/POE+ compliant to ensure full-power POE for 
your system. 

Total Port Number

Gigabit RJ45 Port

Fast Ethernet RJ45

Fiber Port

Combo Port

PoE Standard

PoE Port

Max PoE Budget

Max POE Per Port

Power Input

Model Name POE-FSH1008AT POE-FSH808PW POEGSH1008ATU POE-GSH604ATU POE-GSH504ATi POE-FSH804ATi

10

Web Smart POE Switch Series  Unmanaged POE Switch Series

-

8

-

2

802.3at/af

8

30W

100~240VAC Internal

130W

10

1

8

1

-

24V Passive

8

16.8W

100~240VAC Internal

Rack Mountable

0~50°C 0~50°C

Switch Architecture

Switch capacity(Gbps) 3.6 3.6

MAC Address

Jumbo Frame

4K

9K

4K

9K

Hardware Interface

Switch Layer L2 L2

Device Guard

POE Scheduling

-

Port Trunck (LACP)

VLAN

VLAN Trunking

(R )STP

QoS

Access Control - -

180W

10

8

-

2

-

802.3at/af

8

30W

110~240VAC Internal

0~50°C

20

8K

9K

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

110W

6

5

-

1

-

802.3at/af

4

30W

52Vdc (72W)

-

0~50°C

12

1K

9K

65W

5

5

-

-

-

802.3at/af

4

30W

100~240VAC Internal

-

0~50°C

10

2K

9K

60W

8

-

8

-

-

802.3at/af

4

30W

110~240VAC Internal

-

0~50°C

1.6

2K

9K

60W
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Industrial Switch Unmanaged Series

Total Port Number

Model IG-1082POE IG-642VB IG-642POE IE-541POE IE-840POE IG-1002 IG-602

Hardware Interface

8Gigabit Ethernet

Fast Ethernet -

-Fiber Port

Combo Port 2

PoE Standard

PoE Port 8

Max PoE Budget

Max Power Per Port

(Dual input)Power Input

Power Connector Terminal Block
Power Din

Din-Rail

MAC Address 1K

9K

-

2

-

(Dual input)

Terminal Block

Din-Rail

12

1K

9K

-

2

-

(Dual input)

Terminal Block

Din-Rail

12

1K

9K

-

-

(Dual input)

Terminal Block

Din-Rail

1

1K

9K

8

-

8

-

-

(Dual input)

Terminal Block

Din-Rail

1K

9K

8

-

2

-

-

-

-

(Dual input)

Terminal Block
Power Din

Din-Rail

1K

9K

Unmanaged Unmanaged Unmanaged Unmanaged Unmanaged Unmanaged Unmanaged

-

2

-

-

-

-

-

(Dual input)

Terminal Block

Din-Rail

12

1K

9KJumbo Frame
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Industrial Switch Ring Managed Series 

Total Port Number

Model IGR-1284POE IGR-842POE IGR-840POE IGR-800 IGR-802 IGR-1404

12 88 8 148

Ring Managed Ring ManagedRing Managed Ring Managed Ring ManagedRing Managed

Hardware Interface

8 6 8 8 6 10Gigabit RJ45 Port

Fiber Port 4 -2 - 42

- - - - - -Combo Port

PoE Standard - --

8 4 4 - - -PoE Port

Max PoE Budget 240W 120W120W - --

- - -Max Power Per Port

Power Input 48V~56Vdc (Dual input) 48V~56Vdc (Dual input)48V~56Vdc (Dual input) 12V~56Vdc (Dual input) 12V~56Vdc (Dual input)12V~56Vdc (Dual input)

Terminal Block Terminal Block Terminal Block Terminal Block Terminal Block Terminal BlockPower Connector

Din-Rail Din-RailDin-Rail Din-Rail Din-RailDin-Rail

-40 ~75°C -40 ~75°C -40 ~75°C -40 ~75°C -40 ~75°C -40 ~75°C

Switch Architecture

24Gbps 16Gbps 16Gbps 16Gbps 16Gbps 28GbpsMAC Address

Total Port Number 8K 8K8K 8K 8K8K

9K 9K 9K 9K 9K 9KJumbo Frame

POE Scheduling

Port Trunk (LACP)

VLAN

VLAN Trunking

AirLive Ring

(R )STP

QoS

Access Control

DHCP Server

DHCP Snooping

SNMP

CLI command

L2 L2L2 L2 L2L2
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PoE Output Port

Data Output Port

Max. Data Rate

(using 2 extenders) 
Max. Distance

Input Power Requirement

PoE Output

Passive PoE output Pin

Housing

Dimension (mm)

Model OD-100PE

1 1

1

10/100Mbps

300M

45~55Vdc

12 -48W

Pin: 4/5 (+), 7/8 (-)

0~50°C

80 x 70 x23 58 x 108 x 23 180 x 165 x 95

0~50°C 0~50°C 

- - IP65

Pin: 4/5 (+), 7/8 (-) Pin: 4/5 (+), 7/8 (-)

12 -48W 12 -48W

45~55Vdc 45~55Vdc

300M 300M

10/100Mbps 10/100Mbps

2

2 2

PoE Output Port

Data Output Port

Max. Data Rate

Max. Distance

Input Power Requirement

PoE Output

Passive PoE output Pin

Housing

Dimension (mm)

OD-200PE OD-1000PE OD-2000PE

2

10/100Mbps

300M

45~55Vdc

12 -48W

Pin: 4/5 (+), 7/8 (-)

0~50°C 

180 x 165 x 95 180 x 165 x 95 180 x 165 x 95

0~50°C 0~50°C 

IP65 IP65 IP65

Pin: 4/5 (+), 7/8 (-) Pin: 4/5 (+), 7/8 (-)

12 -48W 12 -48W

45~55Vdc 45~55Vdc

300M 300M

10/100/1000Mbps 10/100/1000Mbps

1

2

2

2 2

Accessory for Switches
POE Extender
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Model MC-1000SFP SFP-LX-10 SFP-SX 

Gigabit RJ45 and SFP Fiber Converter 1000Base-SX MiniGBIC Transceiver

1 SFP GbE Port

1 RJ45 GbE Port 

Auto MDI/MID-X for TX port

1310nm FP, 10KM

Accessory for Switches

Hardware

Fiber Converter/Transceiver



9F, No.98, Min-Chuan Rd.,
Hsin-Tien Dist., New Taipei City 231, Taiwan
Email: info@airlive.com
www.airlivesecurity.com / www.airlive.com

Information and Disclaimer:

A L L I A N C E

OvisLink Corp. has made the best effort to ensure the accuracy of the information
in this catalog. However, we are not liable for errors or inaccuracies of this guide.
All information is subject to change without notice.
All trademarks and trade names are properties of their respective holders.


